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GCcLB o s o equipment lubric

TYPICAL PERFORMANCE:

High Dropping Point: Usually above 500 °F, preventing grease
from melting and leaking in high-temperature applications.
Excellent Water Resistance: Maintains lubrication even in
water, preventing washout.

Superior Mechanical Stability: Maintains lubrication integrity
under mechanical stress, ensuring durability.

Good Oxidation Stability: Resists oxidation to preventsludge
and varnish buildup, maintaining performance.

Corrosion Protection: Guards against rust and corrosion,
prolonging component life.

Load Carrying Capacity: Contains EP additives for heavy loads
and shock conditions.
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APPLICATION:
Automotive: Wheel bearings, chassis, universal joints,
and general lubrication.

Industrial: Bearings, gearboxes, couplings, electric TECHNICAL DATA
motors, and other.machinery. Color Red
Construction Equipment: Heavy-duty machinery, Thickener Type Lithium complex
including loaders, bulldozers, and cranes. T
: » exture Tacky
Marine: Equipment exposed to saltwater T
envirehments, such as winches and deck machinery. j & 2 SCAN ME!
Agriculture: Tractors, combines, and other farm 4| Dropping Point, °C/ °F 288°/550.4° E
equipment. Operating Temperature,°C/ °F -20t0 190/ -4 to 374 @ E
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PRODUCT PACKAGING £

Product (SKU) UPC U.S. Weight INT'L Weight U.S. Measure Dx L(In) Case Qty Qty x Pallet 1

UMGLCHTRC 810111115834 | 14 0z. 44 gr. 2x9.25 10 165 r.'.

UMGLCHTRK 810111115841 | 120 Ib. 54.53 Kg. 15.5x27.25 1 9 - E

Manufactured and Distributed by:

Ultra1Plus™ 4468 Genoa-Red Bluff Rd Houston, TX 77505 USA [@%} i,
“www.ultra1plus.com @ultralplus are




